






























+ TW-Top Of Wall

+ BW-Bottom Of Wall

+ TS-Top Of Step

+ BS-Bottom Of Step

    Existing Spot Elevation

   Proposed Spot Elevation

Existing Contour

Proposed Contour

Step Indicator

+ 585.70

222

585.70

108

109

103

102

101

104

107
108

+104.1

WETLAND SETBACK

1/2 BUILDING SETBACK

LOW PLANTINGS
TW 108.20
BW 104.75

+

+109.90

+ BS 108.75

TW 108.20
BW 106.00

+

   TW 110.08
   BW 107.50
+

TW 106.60
BW 105.10 +

BS 105.06   +

          TW 110.08
+ BW 109.00

+ 110.50

+ ASSUMED SILL
    111.00

DINING
TERRACE

17'-6"X18'-6"

1%

1%

1%
+ TS 106.82

          TW 111.21
+ BW 109.00

BUILDING SETBACK

106

RESIDENCE

109.71+

PROPANE

GENERATOR

+ 108.58

+ TS 110.48

+ TS 108.60

 106.70 +

EX. TERRACE

10
5

104

103
102

3 STEPS
AT 7"R

3 STEPS
AT 7"R

1%

GRILL
TERRACE

+TW 109.90
   BW 108.69                +

105

BS 106.84 +

3 STEPS
AT 7"R

TW 108.69
BW 106.92

SHED

TW 107.19
BW 106.92
                +

TW 107.94
BW 106.92
                 +

LOUNGING
TERRACE

22'X23'

  TW 108.69
  BW 106.92
+

  TW 107.94
  BW 106.92
+

TW 107.19
BW 106.92
+

105

EXISTING
STONE WALL

IssueDate

Copyright, 2022 Seventy Acres, LLC.
All  rights  reserved.  No part  of  this  document  may  be reproduced,  stored  in a retrieval  system,  or transmitted  in any  form  or by any  means
without  prior  written  permission  of  Seventy  Acres,  LLC.  Any  alterations  or additions  to this  document  without  the  prior  written  permission  of
Seventy Acres, LLC shall render them invalid and unusable.

L 3.0
Grading Plan

Frank Residence
111 Chestnut Hill Road

Wilton, CT

November 11, 2022

Grading Notes:
1. All site conditions 12 inches below finished grade

are not included in the scope of work by L.A.

2. Existing underground utilities have been plotted
from drawings and shall be deemed approximate
only. Contractor shall verify all utility locations and
elevations before excavation. Before construction
begins all utility companies - public and private
must be contacted including those not shown on
this plan. Contact "Call Before You Dig" and report
any discrepancies in writing to the L.A.

3. Unless specified otherwise slope final grade away
from the building and swimming pool at least 1/8"
per foot. Unless specified otherwise construct all
paving and steps with a minimum wash of 1/8" per
foot.

4. Blend proposed grades smoothly with existing
grades. Avoid sharp breaks in grade. Round tops
and bottoms of slopes.

5. Protect graded areas from traffic, erosion, and
debris. Repair and re-establish grades in settled,
eroded and rutted areas.

6. Subsurface drainage for concept purposes only -
project engineer to design all subsurface drainage
(if applicable).

7. Proposed driveway re-alignment (if applicable):
7.1.Maintain existing grading and driveway pitches
7.2.Establish in field for approval by L.A.

8. Proposed spot elevations adjacent to edging refer
to top of edging. Set finished grade at gravel path
surface 1/2" below top of edging.

9. Review existing utilities with L.A. prior to start of
work. Maintain the integrity of the existing
drainage system at all times. Rim elevations of all
drainage structures shall be set flush with
surrounding grades to avoid trip hazards. Adjust all
existing utility collars, frames, inlets, valve boxes
manholes, catch basins, utility structures etc. to
accommodate new elevations where required.

10. Contractor shall verify all existing grades in the
field and report any discrepancies to the L.A.

11. Maintain existing grade at root flare of existing
trees to remain, unless otherwise specified by L.A.

12. Grade surfaces to assure positive drainage from all
structures and to prevent ponding of surface
drainage.

13. Pitch evenly between spot grading.  Any
discrepancies not allowing an even pitch to occur
shall be reported to the L.A. prior to continuing
work.

Legend

PERMIT SET

Drainage Notes:
1. Drainage shown for reference only.  See plans by

Engineer.
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DETAIL REFERENCE LIST

LD-1.1

BOULDER RETAINING WALL 1/LD-1.1

FIELDSTONE RETAINING WALL 2/LD-1.1

TREAD & RISER STEPS 3/LD-1.1

STONE ON CONCRETE 4/LD-1.1

IRREGULAR STEPPING STONES ON GRAVEL 5/LD-1.1
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L 4.0
Materials Plan

Frank Residence
111 Chestnut Hill Road

Wilton, CT

November 11, 2022

MATERIALS LIST

LD-1.1

FIELDSTONE - 12"X12"X12" MIN. 24"X24"X24" MAX. LARGER
STONES TO BE USED AT BASE OF WALL, 1/3 TO BE BURIED

FIELDSTONE

BLUESTONE TO MATCH EXISTING

BLUESTONE TO MATCH EXISTING

FIELDSTONE

Legend

PERMIT SET

REQUIRED SAMPLE/MOCK UP LIST

LD-1.1

3'X5' MOCK UP - USE EXISTING STONE ON-SITE WHEN
POSSIBLE

3'X5' MOCK UP

SAMPLE

SAMPLE

SAMPLE

Material Notes:
1. All samples and mock ups must be submitted for L.A. and

client approval. All samples and mock ups must be
independent of project work and must remain in place for
the entirety of construction.

2. Samples and mock ups must represent the full range and
finish of the stone/material. Material and appearance that
deviates from the approved sample must be replaced at
the contractors expense.

3. Mortar color to be selected by L.A. and Owner. Provide
in-place samples for approval for all masonry conditions.

4. Verify all paving conditions and joint alignments with L.A.
prior to ordering material. Provide shop drawings for
approval. No mitered corners.  All staggered joints to have
6" minimum offset.

5. Stones to be equal lengths along each single
banding/coping run  unless noted otherwise.  Each step
tread to be single stone unless noted otherwise.

SCALE: 1"=4'NORTH
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L 4.1
Layout Plan

Frank Residence
111 Chestnut Hill Road

Wilton, CT

November 11, 2022
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Layout Notes:
1. On-site verification of all dimensions and conditions shall

be the responsibility of the General Contractor (G.C.).
Noted dimensions take precedence over scale, larger
scale over smaller scale, addenda and clarifications over
previous documents.

2. G.C. to stake hardscape elements and verify layout with
L.A. prior to construction. Hardscape elements are
dimensioned on the Layout Plan. Any discrepancies or
conflicts with existing conditions or other drawings shall
be reported to the L.A. immediately for proper
clarification or adjustment.

3. Hardscape locations to be staked in field by surveyor.
Dimensions in these locations are for reference and
pricing only. Surveyor to establish benchmark(s) as
required. Maintain benchmark(s) through all phases of
construction.

4. Where dimensions are called as "equal," space referenced
items equally, measured to their center lines.

5. Measurements are to face of building, wall or fixed site
improvement. Dimensions to center lines is as indicated.

6. All lines and dimensions are parallel or perpendicular to
the lines from which they are measured unless otherwise
indicated.

7. Provide expansion joints where concrete flatwork meets
vertical structures such as walls, curbs, steps and
building elements.

8. Expansion joints in concrete walkways shall be located
10'-0" O.C. maximum or as indicated.

9. G.C. is responsible for documenting the location of any
existing site elements to be reset in their same horizontal
location.

10. Conduit sleeving: S=========S

11. Conduit shall be (2) 2" PVC Schedule 40 pipe sleeves
under all paved surfaces for electrical, irrigation and
audio/visual services as indicated on the plan. Sleeve
locations are to be identified with 1-ft. lengths of rebar
set flush with grade at the end of the sleeves, typical.
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Paving Pattern Plan
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Planting Plan

Frank Residence
111 Chestnut Hill Road

Wilton, CT
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L 5.2
Planting Details

Frank Residence
111 Chestnut Hill Road

Wilton, CT

November 11, 2022
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Notes:

Soil Chart:

Planting Notes:
BIDDING:
1. It is the contractors (L.C.) responsibility to verify that the quantities

on the plant list correspond with the plan. Should there be a
discrepancy between plant quantities shown on the plant list and
the plan, the plan will take precedent and the L.A. must be notified.

2. Provide unit pricing for all plant material. If a bid form is provided it
must be used by the L.C. The bids must be inclusive of all work
necessary to provide a complete job.

3. While bidding and during install bring any anticipated additional
costs or concerns to the attention of L.A. Change orders must be
issued in writing for approval prior to installation of work.

GUARANTEE:
1. All plant material shall be guaranteed by the contractor to be in

good, healthy and flourishing condition for a period of one year from
the date of acceptance (as agreed upon in writing by L.A. and L.C.).
The L.C. shall replace, as soon as weather and seasonal conditions
permit, all dead plants and all plants not in a vigorous, thriving
condition, or that have the original shape due to dead branches and
as determined by the  L.A. Replacements shall be made as needed
during, and at the end of the guarantee period. Guarantee
replacement will be provided at no cost to the Owner and include
materials and labor. L.C. is responsible for repair of any damage
incurred during replacement of warranty materials.

START OF WORK:
1. Be aware of all underground utilities prior to any planting

operations. Contact "call before you dig" prior to excavation.

2. Notify L.A. 72 hours minimum in advance of starting planting
operations. Receive approval for layout of all bed lines and material
locations prior to installation.

3. The L.C. must protect the site from damage,  L.C. is responsible for
integrity of all site features, conditions and existing vegetation, and
will be responsible for restoration of any damage or disturbance at
no additional cost to the Owner. Final decisions regarding damage
and restoration by L.A.

EROSION CONTROLS:
1. Any concerns regarding erosion and sedimentation before, during or

after installation shall be brought to the attention of the L.A.

PLANT SELECTION:
1. The L.A. reserves the right to reject inferior plant materials and

substitutions. The L.A. is willing to make two trips to suppliers to
review and approve materials. Previously unapproved materials may
be rejected at the site. Minimally, all materials will conform to the
"American Standard for Nursery  Stock" (ansi z60.1 - 2004) of the
American Nursery & Landscape Association.

TRANSPLANTS:
1. All material to be transplanted must be reviewed by the L.C. and L.A.

in field.
2. Final destination of transplants to be approved in field by L.A. prior

to the digging of existing material.
3. L.C. must ensure all transplants are properly heeled in and irrigated

(by hand or temporary irrigation) as needed between removal and
replanting. Whenever possible, plant destination to be prepared and
approved by L.A. prior to plant removal, with transplanted material
immediately and properly installed at final destination.

INSTALL:
1. For container grown shrubs, pull out roots from outer layer of

potting soil, cut any circling roots.
2. Hedging and linear planting materials specified at required matching

heights and widths. Where material does not matching the specified
widths but are otherwise approved by L.A., then additional matching
plant material shall be supplied by L.C. to complete the hedging or
linear planting shown at no additional cost. A single trench shall be
dug for all shrubs in a hedge.

3. Plant material stabilization and/or staking to be reviewed at the time
of install. To be determined based on site conditions.

4. All bed lines must to be laid out by L.A. in the field. It is the
responsibility of the L.C.  to coordinate the irrigation layout based on
the final bed lines. All bed edging to be shovel-cut unless specified
otherwise. Edges must have smooth curves with no 'breaks' if 90
degree corners are required they must be 'sharp' with no rounding.

5. Only the best horticultural practices are acceptable. The L.A. may
require remedial work to their satisfaction, if in their judgement, the
health and vigor of the plant material has been damaged or
impacted by the L.C. methods.

6. The root flare of all trees must be exposed prior to final placement
of proposed trees. If at any point during the warranty period the
trees are found to be planted 'too low' they must be raised to
expose the root flare at the L.C. expense. Trees must also be
examined for girdling roots.

MULCH:
1. Furnish and install a (2") deep layer of sweet peat mulch (or

approved equal) over entire planting area. Rake smooth all mulch for
a neat appearance. Top of mulch to be flush with top of adjacent
edging, curbing, pavement and lawn. Sample to be submitted to L.A.
for approval.

IRRIGATION:
1. See Irrigation Notes. It is the L.C. responsibility to coordinate with

the Irrigation Contractor.

SOIL:
1. See Soil Notes. It is the L.C. responsibility to ensure proper drainage

and review the site for potentially detrimental planting conditions.

COMPLETION:
1. All disturbed areas to be restored with seed or sod as per client

direction.
2. All plastic, twine and tags must be removed from plant material. The

site must be thoroughly reviewed for construction debris.

DRIP
LINE

SECTION

PLAN

NOTES:
1. DIG WIDE SHALLOW HOLE WITH TAPERED SIDES
2. PLANT SO THAT ROOTBALL 2-3" HIGHER OR FLUSH WITH GRADE
3. IN POORLY DRAINED SOILS SET ROOTBALL SEVERAL INCHES
HIGHER THAN GRADE
4. DO NOT STAKE OR WRAP TREES
5. CUT TOP BANDS OF WIRE BASKET AND FOLD AWAY FROM TOP OF
ROOT BALL
6. REMOVE ALL NYLON AND WIRE STRAPPING FROM AROUND TRUNK
AND ROOT BALL
7. FOR CONTAINER GROWN TREES, PULL OUT ROOTS FROM OUTER
LAYER OF POTTING SOIL, CUT ANY CIRCLING ROOTS
8. TEST SOIL FOR PH AND NUTRIENT LEVELS, ADJUST AS REQUIRED

SET ROOT BALL ON FIRM PAD OF UNDISTURBED OR COMPACTED
SOIL AT BOTTOM OF PLANTING PIT

FOLD BURLAP AWAY FROM TOP OF ROOT BALL

PREPARED SOIL FOR TREES

4" BUILT-UP EARTH SAUCER

FOR ROOTBALLS WITH DEPTH GREATER THAN 24",
EXTEND HORTICULTURAL SUBSOIL TO BOTTOM OF
PLANTING PIT AS SHOWN

FINISHED GRADE

LEADER MUST REMAIN INTACT. DO NOT PRUNE HEAD UNLESS
SPECIFICALLY INSTRUCTED BY LANDSCAPE ARCHITECT

FOLD BURLAP AWAY FROM TOP OF ROOT BALL

SET ROOT BALL ON FIRM PAD OF UNDISTURBED OR COMPACTED
SOIL AT BOTTOM OF PLANTING PIT

PREPARED SOIL FOR TREES

FOR ROOTBALLS WITH DEPTH GREATER THAN 24",
EXTEND HORTICULTURAL SUBSOIL TO BOTTOM OF
PLANTING PIT AS SHOWN

FINISHED GRADE

NOTES:
1. DIG WIDE SHALLOW HOLE WITH TAPERED SIDES
2. PLANT SO THAT ROOTBALL 2-3" HIGHER OR FLUSH WITH GRADE
3. IN POORLY DRAINED SOILS SET ROOTBALL SEVERAL INCHES
HIGHER THAN GRADE
4. DO NOT STAKE OR WRAP TREES
5. CUT TOP BANDS OF WIRE BASKET AND FOLD AWAY FROM TOP OF
ROOT BALL
6. REMOVE ALL NYLON AND WIRE STRAPPING FROM AROUND TRUNK
AND ROOT BALL
7. FOR CONTAINER GROWN TREES, PULL OUT ROOTS FROM OUTER
LAYER OF POTTING SOIL, CUT ANY CIRCLING ROOTS
8. TEST SOIL FOR PH AND NUTRIENT LEVELS, ADJUST AS REQUIRED

4" BUILT-UP EARTH SAUCER

LEADER MUST REMAIN INTACT. DO NOT PRUNE HEAD UNLESS
SPECIFICALLY INSTRUCTED BY LANDSCAPE ARCHITECT

PRUNE OUT ANY DEAD WOOD.
HEDGES SHALL BE PRUNED TO
UNIFORM HEIGHT AND SPREAD

REMOVE BURLAP FROM UPPER 1/3 OF
ROOT BALL. REMOVE ALL NYLON AND
WIRE STRAPPING FROM AROUND
TRUNK AND ROOT BALL

3" SOIL SAUCER

REMOVE CONTAINER

3" MIN. SHREDDED PINE BARK MULCH
UNLESS OTHERWISE SPECIFIED. DO NOT
PLACE MULCH AGAINST TRUNK OF TREE

PRIOR TO PLANTING ADD MYCORRHIZA
SPORES AND 3-4" OF WELL COMPOSTED
LEAVES OR COMPOST TO HOLE. TILL INTO
TOP 6" OF PREPARED SOIL

UNDISTURBED SOIL

ROUGHEN SIDES OF PIT

PREPARED SOILS SEE CHART BELOW

FINISH GRADE

PLAN- GROUNDCOVER SPACING

TYPICAL ON CENTER SPACING AS LABELED
ON PLANTING PLAN OR LIST

PLANT CENTER

PLANT ROW

PLANT SPACING AS PER PLAN

3" PINE BARK MULCH INSTALLED BEFORE
PLANTING UNLESS OTHERWISE SPECIFIED

PLANTING SOIL UNLESS OTHER WISE
SPECIFIED:
3 PARTS TOPSOIL
1 PART SAND
1 PART PEAT MOSS
5 LBS/CY BONE MEAL
3 LBS/CY 5-10-5 FERTILIZER

LOOSEN SUBSOIL MIN. 4" BELOW
ROOTBALL

NOTES: SYMBOL ON SITE PLAN IS
SYMBOLIC ONLY AND SHOULD NOT BE
USED FOR ACTUAL FIELD LOCATION
OF FENCE. ACTUAL LOCATION TO BE
DETERMINED IN FIELD.

4' HT. SNOW FENCE WITH POSTS OR
ORANGE CONSTRUCTION FENCE AT 8'
O.C. TO DRIP LINE OF TREE OR 15'
FROM TRUNK UNLESS OTHERWISE
DIRECTED IN FIELD

3" DEEP SHREDDED BARK MULCH UNLESS OTHERWISE SPECIFIED. DO
NOT PLACE MULCH AGAINST TRUNK OF TREE

3" DEEP SHREDDED BARK MULCH UNLESS OTHERWISE SPECIFIED. DO
NOT PLACE MULCH AGAINST TRUNK OF TREE

5 EVERGREEN TREE PLANTING
L 5.2 NOT TO SCALE

4 DECIDUOUS TREE PLANTING
L 5.2 NOT TO SCALE

1 TREE PROTECTION
L 5.2 NOT TO SCALE

2 GROUNDCOVER PLANTING
L 5.2 NOT TO SCALE

3 PLANTING PIT FOR SHRUBS
L 5.2 NOT TO SCALE

EXCAVATE PLANTING PIT 8 - 12" DEEPER THAN ROOTBALL
FOR DRAINAGE

AutoCAD SHX Text
COMPACTED SOIL 

AutoCAD SHX Text
GOOD SOIL

AutoCAD SHX Text
CLAY CONTENT 5 -35%

AutoCAD SHX Text
REMOVE EXISTING SOIL, ADD LOAM TOPSOIL

AutoCAD SHX Text
LOOSEN EXISTING SOIL

AutoCAD SHX Text
LOOSEN EXISTING SOIL, ADD COMPOSTED ORGANIC MATTER TO BRING ORGANIC CONTENT TO 5% DRY WEIGHT

AutoCAD SHX Text
LOOSEN EXISTING SOIL, ADD ORGANIC MATTER TO BRING ORGANIC CONTENT TO 5% DRY WEIGHT

AutoCAD SHX Text
POST CONSTRUCTION  SOIL CONDITION   

AutoCAD SHX Text
TYPE OF PREPARATION

AutoCAD SHX Text
POOR QUALITY, HEAVY CLAY SOIL        
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