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Existing Utility Pole.

Existing generator
location on conc. pad.
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Propane Tank with underground
gas pipe to generator location.
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protection during trench
excavation see detail.
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Silt fence equal to Propex
silt stop, or Biofence
biodegradable Burlap Silt
Fence, installed per Manuf.
Instructions.

Note: Posts should be installed at spacing no greater tha 10'-0" o.c.

Wood Post Wood Post

Native SoilNative Soil

Backfill Backfill

Wetlands/ (down slope) Uplands

Sediment & Erosion Control Fabric
NTS

Flow Flow

Silt fence equal to Propex
silt stop, or Biofence
biodegradable Burlap Silt
Fence, installed per Manuf.
Instructions.
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1 Partial Site Plan
SP-1.1

Note: All site datum has been taken from A2 survey prepared for  David W. Brubeck dated
May 9, 2011 by Brautigam Land Surveyors, 90 South Main Street, Newtown, CT 06470,
CT License No. 15166, and from Composite Property Survey for David W. Brubeck, Trust, Iola W.
Brubeck, Trust and Derry Music Company dated July 26, 2020 prepared by Ryan and Faulds
Land Surveyors  License No. 13292.

00121

1/8" = 1'-0"

North
1. Extent of site disturbance is limited to trench excavation for
electrical conduits, gas line, and excavation for buried
propane tank. (Yellow highlighted areas)
2. All excavation within 10'-0" of existing trees is to be done by
hand.
3. All electrical conduits and gas line are to be inspected prior
to backfill.
4. Excavation for buried propane tank and gas line is to be
done either prior to or after conduit trench excavation to limit
site disturbances.
5. All disturbed lawn areas from excavation activities are to be
restored and re-seeded.

General Notes

August 1, 2021

This drawing is issued for design review, estimating purposes, and permits.
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