




Wilton YMCA 
404 Danbury Road 
Wilton, CT 06897 
 
 
Adjoining Property Owners: 
 
State of Connecticut 
 
William M. Busch 
101 Pimpewaug Rd 
Wilton, CT 06897 
 
Snowbird LLC 
378 Danbury Road 
Wilton, CT 06897 
 
Terminal Holdings LLC 
384 Danbury Road 
Wilton, CT 06897 
 
S&J Commercial Properties 
386 Danbury Road 
Wilton, CT 06897 
 
388 LLC 
388 Danbury Road 
Wilton, CT 06897 
 
390-392 Danbury Road Association 
390 Danbury Road 
Wilton, CT 06897 
 
Bokahn Holdings LLC 
396 Danbury Road 
Wilton, CT 06897 
 
Chann, Gregory SC & Deborah H 
400 Danbury Road 
Wilton, CT 06897 
 



SHEET  TITLE

DESCRIPTION

PROJECT NO:
MODEL FILE:
DRAWN BY:
CHK'D BY:
COPYRIGHT

 JLS
TAG

MARK DATE

 2200

EX-01

02/07/22 ISSUE FOR TOWN COMMENT

01/21/22 ISSUE FOR REVIEW
01/26/22 ISSUE FOR REVIEW

02/08/22 ISSUE FOR PERMIT/BIDDING

C
:\U

se
rs

\T
im

G
ei

tz
\D

es
kt

op
\P

R
O

PO
SE

D
 Y

M
C

A 
Ba

ll 
Fi

el
d 

Sc
op

e 
#3

.p
ln

404 Danbury Road
Wilton CT 06897

EXISTING OVERALL SITE
LOCATION PLAN

Wilton Family YMCA
(Bill Terry Majors

Baseball Field)
Backstop, Fencing
Repairs and Score

Board Replacement

50 Riverside Avenue
Westport, Connecticut 06880

(203) 227 - 3930 (f)

Owner  _________

Date    _________

Contractor  ______
Date    _________

APPROVED BY:

GEITZ DESIGN
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ARCHITECTS
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Date    _________
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Copyright           2022  GDA.
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Wilton Family YMCA
(Bill Terry Majors Baseball Field)

Backstop, Fencing repairs and
Score Baord Replcament

404 Danbury Road
Witlon, CT 06897
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NOTE :  ALL SURVEY INFORMATION HAS BEEN REFERENCE FROM
A SURVEY DATED 09-15-2020 PRODUCED BY BRAUTIGAM LAND

SURVEYORS, P.C. - SAID SURVEY IS BEING USED FOR REFEREANCE
PURPOSES ONLY TO ASSIST WITH THE REPAIRS DUE TO STORM DAMAGE
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404 Danbury Road
Wilton CT 06897

EXISTING PLAYING FIELD
PLAN

Wilton Family YMCA
(Bill Terry Majors

Baseball Field)
Backstop, Fencing
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Board Replacement

50 Riverside Avenue
Westport, Connecticut 06880
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JOB NO.2200

Wilton Family YMCA
(Bill Terry Majors Baseball Field)

Backstop, Fencing repairs and
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404 Danbury Road
Witlon, CT 06897
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NOTE :  ALL SURVEY INFORMATION HAS BEEN REFERENCE FROM
A SURVEY DATED 09-15-2020 PRODUCED BY BRAUTIGAM LAND

SURVEYORS, P.C. - SAID SURVEY IS BEING USED FOR REFEREANCE
PURPOSES ONLY TO ASSIST WITH THE REPAIRS DUE TO STORM DAMAGE
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404 Danbury Road
Wilton CT 06897

EXISTING BACKSTOP PLAN

Wilton Family YMCA
(Bill Terry Majors

Baseball Field)
Backstop, Fencing
Repairs and Score

Board Replacement

50 Riverside Avenue
Westport, Connecticut 06880

(203) 227 - 3930 (f)

Owner  _________

Date    _________

Contractor  ______
Date    _________
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GEITZ DESIGN
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Architect  _________

Copyright           2022  GDA.

www.GEITZDESIGN.COM
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JOB NO.2200

Wilton Family YMCA
(Bill Terry Majors Baseball Field)

Backstop, Fencing repairs and
Score Baord Replcament

404 Danbury Road
Witlon, CT 06897

ISSUED FOR PERMIT/BIDDING
02/08/22
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EXIST. CONDITIONS IMAGE
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NOTE :  ALL SURVEY INFORMATION HAS BEEN REFERENCE FROM
A SURVEY DATED 09-15-2020 PRODUCED BY BRAUTIGAM LAND

SURVEYORS, P.C. - SAID SURVEY IS BEING USED FOR REFEREANCE
PURPOSES ONLY TO ASSIST WITH THE REPAIRS DUE TO STORM DAMAGE

LOCTAION MAP - 1"=800'-0"

LOCATION OF PROPERTY
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404 Danbury Road
Wilton CT 06897

DEMOLITION PLAYING FIELD
PLAN

Wilton Family YMCA
(Bill Terry Majors

Baseball Field)
Backstop, Fencing
Repairs and Score

Board Replacement

50 Riverside Avenue
Westport, Connecticut 06880

(203) 227 - 3930 (f)

Owner  _________

Date    _________

Contractor  ______
Date    _________
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GEITZ DESIGN
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Date    _________

Architect  _________

Copyright           2022  GDA.

www.GEITZDESIGN.COM
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JOB NO.2200

Wilton Family YMCA
(Bill Terry Majors Baseball Field)

Backstop, Fencing repairs and
Score Baord Replcament

404 Danbury Road
Witlon, CT 06897

ISSUED FOR PERMIT/BIDDING
02/08/22

PROFESSIONAL CERTIFICATION

10'

60'

60'

10'

REMOVE EXISTING

FENCE POST

REMOVE EXISTING

6'-0" FENCE

5'-0" FENCE

5'-0" FENCE

FENCE
POST

REMOVE /
REPLACE
DAMAGED
FENCE
POST

FENCE
POST

EXIST.
STEPS

EXIST.
STRUCTURE

REMOVE TALL
BACKSTOP
POST W/
SPEAKER-SAVE
SPEAKER TO
RELOCATE

REMOVE TALL
BACKSTOP
POST W/
SPEAKER-SAVE
SPEAKER TO
RELOCATE

REMOVE
BACKSTOP
POST

REMOVE
BACKSTOP
POST

REMOVE
BACKSTOP
POST

REMOVE BACKSTOP

POST

EXIST. GRASS IN-FIELD

EXIST. GRASS IN-FIELD

EXIST. BASE LINE

EXIST. BASE LINE

EXIST. BATTERS BOX

EXIST. HOME PLATE

EXIST. BATTERS BOX

PITCHERS
MOUND

FENCE
POST

REMOVE
BACKSTOP
POST

REMOVE BACKSTOP

TOP SCREENING

REMOVE
BACKSTOP
TOP
SCREENING

REMOVE EXIST.
5'-6" CHAIN LINK
FENCE

PREP EXIST.
POST FOR
NEW FINISH -
TYP. OF (5)FENCE

POST

FENCE
POST

REMOVE / REPLACE

EXIST. 6'-0" GATE

EXISTING
DUGOUT
STRUCTURE

EXISTING
DUGOUT
STRUCTURE

REMOVE
EXIST.
FENCE
POST

REMOVE
EXISTING
5'-0"
FENCE

EXIST.
HOSE
BIBB

REMOVE EXIST.
5'-6" CHAIN LINK
FENCE

PREP EXIST.
POST FOR
NEW FINISH -
TYP. OF (5)

REMOVE EXIST.
5'-6" CHAIN LINK
FENCE

REMOVE EXIST.
5'-6" CHAIN LINK
FENCE

REMOVE / REPLACE

EXIST. 6'-0" GATE

REMOVE EXISTING

TALL FENCE POST

REMOVE EXISTING

TALL FENCE POST

REMOVE EXISTING

FENCE POST

REMOVE EXISTING

6'-0" FENCE

REMOVE EXISTING 6'-0" FENCE
RELOCATE
EXISTING
DUGOUT
STRUCTURE

RELOCATE
EXISTING
DUGOUT
STRUCTURE

RELOCATE
EXISTING
BLEACHERS

REMOVE / REWORK

EXISTING HIGH
PROTECTION
NETTING AS SHOWN

EXISTING TALL
FENCE POST TO
REMAIN

EXISTING TALL
FENCE POST
TO REMAIN

EXISTING 4'-0" FENCE

TO REMAIN

EXISTING 4'-0" FENCE

TO REMAIN

EXISTING
4'-0" FENCE

EXISTING FENCE POST TO REMAIN

EXISTING FENCE POST TO REMAIN

EXISTING HIGH
PROTECTION
NETTING TO REMAIN

REMOVE EXISTING 6'-0" FENCE

REMOVE EXISTING

FENCE POST

REMOVE EXISTING

6'-0" FENCE

REMOVE / REWORK

EXISTING HIGH
PROTECTION
NETTING REMOVE EXISTING

FENCE POST REMOVE EXISTING

FENCE POST

REMOVE EXISTING

6'-0" FENCE

REMOVE EXISTING

TALL FENCE POST

REMOVE EXISTING

FENCE POST

REMOVE EXISTING

5-'6" FENCE

EXISTING
BLEACHERS

EXISTING TALL FENCE

POST TO REMAIN

EXISTING
6'-0" FENCE
TO REMAIN

EXISTING
6'-0" FENCE
TO REMAINEXISTING

4'-0" FENCE
TO REMAINEXISTING

4'-0" FENCE
TO REMAIN

EXISTING TALL FENCE

POST TO REMAIN

EXISTING HIGH
PROTECTION
NETTING TO REMAINEXISTING HIGH

PROTECTION
NETTING TO REMAIN

EXISTING
FENCE POST

EXISTING
FENCE POST
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(SEE SPECS)
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SCOPE (NEW SCORE
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NOTE :  ALL SURVEY INFORMATION HAS BEEN REFERENCE FROM
A SURVEY DATED 09-15-2020 PRODUCED BY BRAUTIGAM LAND

SURVEYORS, P.C. - SAID SURVEY IS BEING USED FOR REFEREANCE
PURPOSES ONLY TO ASSIST WITH THE REPAIRS DUE TO STORM DAMAGE

EXIST. CONDITIONS IMAGE
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EXIST. CONDITIONS IMAGE

EXIST. CONDITIONS IMAGE

EXIST. CONDITIONS IMAGE



SHEET  TITLE

DESCRIPTION

PROJECT NO:
MODEL FILE:
DRAWN BY:
CHK'D BY:
COPYRIGHT

 JLS
TAG

MARK DATE

 2200

DM-02

02/07/22 ISSUE FOR TOWN COMMENT

01/21/22 ISSUE FOR REVIEW
01/26/22 ISSUE FOR REVIEW

02/08/22 ISSUE FOR PERMIT/BIDDING

C
:\U

se
rs

\T
im

G
ei

tz
\D

es
kt

op
\P

R
O

PO
SE

D
 Y

M
C

A 
Ba

ll 
Fi

el
d 

Sc
op

e 
#3

.p
ln

404 Danbury Road
Wilton CT 06897

DEMOLITION BACKSTOP
PLAN

Wilton Family YMCA
(Bill Terry Majors

Baseball Field)
Backstop, Fencing
Repairs and Score

Board Replacement

50 Riverside Avenue
Westport, Connecticut 06880

(203) 227 - 3930 (f)
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Date    _________
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Copyright           2022  GDA.
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JOB NO.2200

Wilton Family YMCA
(Bill Terry Majors Baseball Field)

Backstop, Fencing repairs and
Score Baord Replcament

404 Danbury Road
Witlon, CT 06897

ISSUED FOR PERMIT/BIDDING
02/08/22

PROFESSIONAL CERTIFICATION
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EXIST. BATTERS BOX

EXIST. HOME PLATE

EXIST. BATTERS BOX

PITCHERS
MOUND

FENCE
POST

REMOVE
BACKSTOP
POST

REMOVE BACKSTOP

TOP SCREENING

REMOVE
BACKSTOP
TOP
SCREENING

REMOVE EXIST.
5'-6" CHAIN LINK
FENCE

PREP EXIST.
POST FOR
NEW FINISH -
TYP. OF (5)FENCE

POST

FENCE
POST

REMOVE / REPLACE

EXIST. 6'-0" GATE

EXISTING
DUGOUT
STRUCTURE

EXISTING
DUGOUT
STRUCTURE

REMOVE
EXIST.
FENCE
POST

REMOVE
EXISTING
5'-0"
FENCE

EXIST.
HOSE
BIBB

REMOVE EXIST.
5'-6" CHAIN LINK
FENCE

PREP EXIST.
POST FOR
NEW FINISH -
TYP. OF (5)

REMOVE EXIST.
5'-6" CHAIN LINK
FENCE

REMOVE EXIST.
5'-6" CHAIN LINK
FENCE

REMOVE / REPLACE

EXIST. 6'-0" GATE

REMOVE EXISTING

TALL FENCE POST

REMOVE EXISTING

TALL FENCE POST

REMOVE EXISTING

FENCE POST

REMOVE EXISTING

6'-0" FENCE

REMOVE EXISTING 6'-0" FENCE
RELOCATE
EXISTING
DUGOUT
STRUCTURE

RELOCATE
EXISTING
DUGOUT
STRUCTURE

RELOCATE
EXISTING
BLEACHERS

REMOVE / REWORK

EXISTING HIGH
PROTECTION
NETTING AS SHOWN

EXISTING TALL
FENCE POST TO
REMAIN

EXISTING TALL
FENCE POST
TO REMAIN

EXISTING 4'-0" FENCE

TO REMAIN

EXISTING 4'-0" FENCE

TO REMAIN

EXISTING
4'-0" FENCE

EXISTING FENCE POST TO REMAIN

EXISTING FENCE POST TO REMAIN

EXISTING HIGH
PROTECTION
NETTING TO REMAIN

REMOVE EXISTING 6'-0" FENCE

REMOVE EXISTING

FENCE POST

REMOVE EXISTING

6'-0" FENCE

REMOVE / REWORK

EXISTING HIGH
PROTECTION
NETTING REMOVE EXISTING

FENCE POST REMOVE EXISTING

FENCE POST

REMOVE EXISTING

6'-0" FENCE

REMOVE EXISTING

TALL FENCE POST

REMOVE EXISTING

FENCE POST

REMOVE EXISTING

5-'6" FENCE

EXISTING
BLEACHERS

EXISTING TALL FENCE

POST TO REMAIN

EXISTING
6'-0" FENCE
TO REMAIN

EXISTING
6'-0" FENCE
TO REMAINEXISTING

4'-0" FENCE
TO REMAINEXISTING

4'-0" FENCE
TO REMAIN

EXISTING TALL FENCE

POST TO REMAIN

EXISTING HIGH
PROTECTION
NETTING TO REMAINEXISTING HIGH

PROTECTION
NETTING TO REMAIN

EXISTING
FENCE POST

EXISTING
FENCE POST

TRENCH FROM SHED TO BOOTH -

PROVIDE CONDUIT WITH DETECTABLE

UNDERGROUND WARNING TAPE

FOR ALL REQUIRED CAT-6 CABLES...

(SEE SPECS)

TRENCH FROM SHED TO BOOTH -

PROVIDE CONDUIT WITH DETECTABLE

UNDERGROUND WARNING TAPE

FOR ALL REQUIRED CAT-6 CABLES...

(SEE SPECS)

EXISTING 4'-0" FENCE

TO REMAIN

EXISTING HIGH
PROTECTION
NETTING TO REMAIN

EXISTING HIGH
PROTECTION
NETTING TO REMAIN

EXISTING FENCE POST TO REMAIN

EXISTING 4'-0" FENCE

TO BE REWORKED

EXISTING FENCE POST

TO BE REMOVED

EXISTING HIGH
PROTECTION
NETTING TO BE
REWORKED

EXISTING 4'-0" FENCE

TO BE REWORKED

EXISTING FENCE POST

TO BE REMOVED

EXCAVATE AS NEEDED FOR

PROPOSED GRASS AREA

EXCAVATE AS NEEDED FOR

PROPOSED CONCRETE SLAB

EXTENSION AT DUGOUT

STRUCTURE

BASE LINE
BASE LINE

1 Demolition Backstop Plan 1/8"   =    1'-0"

LOCATION OF PROPOSED SCOPE
(BACKSTOP / FENCE REPAIR)

NOTE :  ALL SURVEY INFORMATION HAS BEEN REFERENCE FROM
A SURVEY DATED 09-15-2020 PRODUCED BY BRAUTIGAM LAND

SURVEYORS, P.C. - SAID SURVEY IS BEING USED FOR REFEREANCE
PURPOSES ONLY TO ASSIST WITH THE REPAIRS DUE TO STORM DAMAGE

EXIST. CONDITIONS IMAGE

EXIST. CONDITIONS IMAGE

EXIST. CONDITIONS IMAGE

EXIST. CONDITIONS IMAGE

EXIST. CONDITIONS IMAGE
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404 Danbury Road
Wilton CT 06897

PROPOSED PLAYING FIELD
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(Bill Terry Majors

Baseball Field)
Backstop, Fencing
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50 Riverside Avenue
Westport, Connecticut 06880
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JOB NO.2200

Wilton Family YMCA
(Bill Terry Majors Baseball Field)

Backstop, Fencing repairs and
Score Baord Replcament

404 Danbury Road
Witlon, CT 06897

ISSUED FOR PERMIT/BIDDING
02/08/22

PROFESSIONAL CERTIFICATION

10'

10'

10'

30'

10'

10'

10'

30' 9'-
10

 1/
4"

9'-
10

 1/
4"

19
'-8

 3/
4"

5'

14'-10"
5'-6"

10'
10'

20'

5'-8"

4'

19'-10 3/4"

1'-8"

8'-11"
8'-11"

8'-11"

26'-9"4'-3 1/2"
2'-1"

18'-3 3/4"

18'-2 1/4"

10'

10'
20'

6'

60'

10'

5'

10'

60'

NEW 8'-0"
FENCE POST
(BLACK)

NEW TALL (BLACK)

FENCE POST

NEW 8'-0" (BLACK)

FENCE POST

NEW 8'-0"
FENCE (BLACK)

NEW 8'-0"
FENCE (BLACK)

RELOCATE
EXISTING
DUGOUT
STRUCTURE
(48" BACK)

RELOCATE
EXISTING
DUGOUT
STRUCTURE
(48" BACK)

RELOCATE
EXISTING
BLEACHERS

REWORK /
EXTEND
EXISTING HIGH
PROTECTION
NETTING

EXISTING HIGH
PROTECTION
NETTING

EXISTING HIGH
PROTECTION
NETTING TO REMAIN

EXISTING TALL
FENCE POST TO REMAIN

EXISTING TALL
FENCE POST
TO REMAIN

NEW 4'-0"
FENCE POST

REWORK /
EXTEND
EXISTING
4'-0" FENCE

REWORK
EXISTING
4'-0" FENCE

EXISTING
4'-0" FENCE

EXISTING 4'-0" FENCE TO REMAIN

EXISTING 4'-0" FENCE TO REMAIN

EXISTING 4'-0"
FENCE TO REMAIN

EXIST. 4'-0"
FENCE POST

EXISTING FENCE POST TO REMAIN

EXISTING FENCE POST TO REMAIN

EXISTING HIGH
PROTECTION
NETTING TO REMAIN

EXISTING
BLEACHERS

5'-6"
FENCE

FENCE
POST

NEW 5'-6"
FENCE

INSTALL NEW 5'-6"

CHAIN LINK FENCE

(BLACK VINYL COATED)

NEW 5'-6"
FENCE

STRIP AND REFINISH

EXISTING FENCE POST

TYP. OF (5) - PRIME AND

PAINT BLACK

FENCE
POST

FENCE
POSTNEW 6'-0" GATE

(BLACK VINYL COATED)

5'-6" FENCE

5'-6" FENCE

FENCE
POST

FENCE
POST

FENCE
POST

EXISTING FENCE
POST

5'-6"
FENCE

20'-0" TALL
BACKSTOP
POST W/
RELOCATED
SPEAKER
(BLACK)

20'-0" TALL
BACKSTOP
POST W/
RELOCATED
SPEAKER
(BLACK)

NEW 20'-0"
BACKSTOP
POST (BLACK)

NEW 20'-0"
BACKSTOP
POST (BLACK)

NEW 20' BACKSTOP

POST (TYP. OF 9)

(BLACK)

EXISTING GRASS INFIELD

EXISTING GRASS INFIELD

EXISTING BASE LINE

EXISTING BASE LINE

EXISTING BATTERS BOX

EXISTING HOME PLATE

EXISTING BATTERS BOX

NEW 20'-0"
BACKSTOP
POST (BLACK)

LINE OF PROPOSED BACKSTOP

SCREENING (20'-0" HIGH)

BLACK VINYL COATED CHAIN-LINK

AT (3) SIDES (OPEN ABOVE)

NEW 8'-0" FENCE
AS SECTION (BLACK)

NEW 6'-0"
GATE (BLACK
VINYL COATED)

NEW 20' BACKSTOP

POST (TYP. OF 9)

(BLACK)
NEW 20'-0"
BACKSTOP
POST (BLACK)

NEW 20'-0"
HIGH BACKSTOP
POST (BLACK)

LINE OF PROPOSED

BACKSTOP SCREENING

(20'-0" HIGH) BLACK VINYL

COATED CHAIN-LINK

AT (3) SIDES (OPEN ABOVE)

LINE OF OLD
BACKSTOP

NEW GRASS
INFILL AT
BACKSTOP TYP.

STRIP AND REFINISH

EXISTING FENCE POST

TYP. OF (5) - PRIME AND

PAINT BLACK

INSTALL NEW 5'-6"

CHAIN LINK FENCE

(BLACK VINYL COATED)

BLEND GRASS
INFILL AT THIS POINT

BLEND GRASS
INFILL AT THIS POINT

EXIST.
STEPS

EXIST.
STRUCTURE

EXISTING
DUGOUT
STRUCTURE

EXISTING
DUGOUT
STRUCTURE

HOSE
BIBB

EXISTING
BLEACHERS

AREA OF NEW CONCRETE

PAD FOR DOUGOUT RELOCATION

PIN NEW SLAB TO EXISTING SLAB

EXISTING SLAB TO

REMAIN EXPOSED

NEW TALL
FENCE POST
(BLACK)

RELOCATE
EXISTING
BLEACHERS

INFILL AND BLEND NEW CLAY/

SAND MIX AT THIS ARAEA

EXISTING TALL FENCE

POST TO REMAIN

EXISTING
6'-0" FENCE
TO REMAIN

EXISTING
6'-0" FENCE
TO REMAINEXISTING

4'-0" FENCE
TO REMAINEXISTING

4'-0" FENCE
TO REMAIN

EXISTING TALL FENCE

POST TO REMAIN

EXISTING HIGH
PROTECTION
NETTING TO REMAIN

EXISTING HIGH
PROTECTION
NETTING TO REMAIN

NEW 8'-0" (BLACK)

FENCE POST
(TYP. OF 2)

NEW 8'-0"
FENCE (BLACK)

REWORK /
EXTEND
EXISTING HIGH
PROTECTION
NETTING

NEW TALL (BLACK)

FENCE POST

EXISTING
FENCE POST
TO REMAIN

EXISTING
FENCE POST
TO REMAIN

NEW TALL
FENCE POST (BLACK)

NEW 8'-0"
(BLACK) FENCE

REWORK /
EXTEND
EXISTING HIGH
PROTECTION
NETTING

NEW (BLACK)
8'-0" FENCE

TRENCH FROM SHED TO BOOTH -

PROVIDE CONDUIT WITH DETECTABLE

UNDERGROUND WARNING TAPE

FOR ALL REQUIRED CAT-6 CABLES...

(SEE SPECS.)

NEW
GRASS

NEW
GRASS

INFILL AND BLEND NEW CLAY/

SAND MIX AT THIS ARAEA

PITCHERS
MOUND

REWORK /
EXTEND
EXISTING HIGH
PROTECTION
NETTING

LINE OF OLD
BACKSTOP

FIELD VERIFY CONDUIT

ACCESS LOCATION TO SHED

NEW
8'-0" FENCE

NEW 8'-0"
FENCE POST
(TYP. OF 2)

TRENCH FROM SHED TO BOOTH -

PROVIDE CONDUIT WITH DETECTABLE

UNDERGROUND WARNING TAPE

FOR ALL REQUIRED CAT-6 CABLES...

(SEE SPECS)

TRENCH FROM SCORE

BOARD TO SHED - PROVIDE

CONDUIT WITH DETECTABLE

UNDERGROUND WARNING TAPE

FOR ALL REQUIRED POWER

(SEE SPECS).

TRENCH FROM SCORE

BOARD TO SHED - PROVIDE

CONDUIT WITH DETECTABLE

UNDERGROUND WARNING TAPE

FOR ALL REQUIRED POWER

(SEE SPECS)

NOTE: PROVIDE (4) FLOOD OPENINGS

(8"X16" CLEAR OPENINGS) AT 3 SIDES

OF THE EXISTING DUGOUT WALLS

AS SHOWN - FEMA COMPLIANT FLOOD

VENTS TO BE BY FLOOD SOLUTIONS -

SEE DETAIL

NEW
 SIGHT LINE TO 1ST BASE - 70'

NEW SIGHT LINE TO 3RD BASE - 60'

NOTE: PROVIDE NEW CONCRETE FOOTINGS

FOR ALL NEW POST LOCATIONS

NEW SIGHT LINE TO 3RD BASE - 70'

NEW
 SIGHT LINE TO 1ST BASE - 60'

BASE LINE

BASE LINE

NOTE: PROVIDE A MIN. OF 6" DRAINAGE

GRAVEL BASE BELOW NEW TOPSOIL AND

GRASS AT BACKSTOP AREA

5'-8"

4'

19'-10 3/4"

6'

NEW 8'-0" (BLACK)
FENCE POST

RELOCATE
EXISTING
DUGOUT
STRUCTURE
(48" BACK)

RELOCATE
EXISTING
DUGOUT
STRUCTURE
(48" BACK)

FENCE
POST

EXISTING FENCE
POST

NEW 6'-0"
GATE (BLACK
VINYL COATED)

AREA OF NEW CONCRETE
PAD FOR DOUGOUT RELOCATION
PIN NEW SLAB TO EXISTING SLAB

EXISTING SLAB TO
REMAIN EXPOSED

NEW
GRASS

NOTE: PROVIDE (4) FLOOD OPENINGS
(8"X16" CLEAR OPENINGS) AT 3 SIDES
OF THE EXISTING DUGOUT WALLS
AS SHOWN - FEMA COMPLIANT FLOOD
VENTS TO BE BY FLOOD SOLUTIONS -
SEE DETAIL

4"

1'
-6

"

10"

APPROXIMATE
GRADE

NEW 4" CONCRETE SLAB
WITH OVER 6" COMPACTED
2" GRAVEL - PIN TO EXISTING
SLAB W/ #4 BAR AT 24" O.C.

EXISTING CONCRETE
SLAB

EXISTING DUGOUT STRUCTURE
PIN AT EXISTING
AND NEW CONCRETE
SLAB

MIN 6X6-10X10 WELDED
WIRE MESH AT UPPER 1/3

TURN DOWN AT PERIMETER OF
NEW SLAB W/ 12" OF COVERAGE
TYP.

ANCHOR BOLTS CONNECTED
TO NEW CONCRETE
SLAB TO RESIST UPLIFT
AT 36" O.C.

MIN OF (1) # 5 BAR AT MIDDLE 1/3

1 Proposed Playing Field Plan 1"   = 20'

2 Flood Opening Details3/16" =    1'-0"

3 Anchoring Detail 3/8"   =    1'-0"

LOCATION OF PROPOSED
SCOPE (NEW SCORE
BOARD)

LOCATION OF DEMOLITION
SCOPE (EXISTING SCORE
BOARD)

LOCATION OF PROPOSED SCOPE
(BACKSTOP / FENCE REPAIR)

NOTE :  ALL SURVEY INFORMATION HAS BEEN REFERENCE FROM
A SURVEY DATED 09-15-2020 PRODUCED BY BRAUTIGAM LAND

SURVEYORS, P.C. - SAID SURVEY IS BEING USED FOR REFEREANCE
PURPOSES ONLY TO ASSIST WITH THE REPAIRS DUE TO STORM DAMAGE
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404 Danbury Road
Wilton CT 06897

PROPOSED BACKSTOP PLAN

Wilton Family YMCA
(Bill Terry Majors

Baseball Field)
Backstop, Fencing
Repairs and Score

Board Replacement

50 Riverside Avenue
Westport, Connecticut 06880

(203) 227 - 3930 (f)

Owner  _________

Date    _________

Contractor  ______
Date    _________
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GEITZ DESIGN
ASSOCIATES, LLC
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Date    _________
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JOB NO.2200

Wilton Family YMCA
(Bill Terry Majors Baseball Field)

Backstop, Fencing repairs and
Score Baord Replcament

404 Danbury Road
Witlon, CT 06897

ISSUED FOR PERMIT/BIDDING
02/08/22

PROFESSIONAL CERTIFICATION

10'

10'

10'

30'

10'

10'

10'

30' 9'-
10

 1/
4"

9'-
10

 1/
4"

19
'-8

 3/
4"

5'

14'-10"
5'-6"

10'
10'

20'

5'-8"

4'

19'-10 3/4"

1'-8"

8'-11"
8'-11"

8'-11"

26'-9"4'-3 1/2"
2'-1"

18'-3 3/4"

18'-2 1/4"

10'

10'
20'

6'

60'

10'
5'

10'

60'

NEW 8'-0"
FENCE POST
(BLACK)

NEW TALL (BLACK)

FENCE POST

NEW 8'-0" (BLACK)

FENCE POST

NEW 8'-0"
FENCE (BLACK)

NEW 8'-0"
FENCE (BLACK)

RELOCATE
EXISTING
DUGOUT
STRUCTURE
(48" BACK)

RELOCATE
EXISTING
DUGOUT
STRUCTURE
(48" BACK)

RELOCATE
EXISTING
BLEACHERS

REWORK /
EXTEND
EXISTING HIGH
PROTECTION
NETTING

EXISTING HIGH
PROTECTION
NETTING

EXISTING HIGH
PROTECTION
NETTING TO REMAIN

EXISTING TALL
FENCE POST TO REMAIN

EXISTING TALL
FENCE POST
TO REMAIN

NEW 4'-0"
FENCE POST

REWORK /
EXTEND
EXISTING
4'-0" FENCE

REWORK
EXISTING
4'-0" FENCE

EXISTING
4'-0" FENCE

EXISTING 4'-0" FENCE TO REMAIN

EXISTING 4'-0" FENCE TO REMAIN

EXISTING 4'-0"
FENCE TO REMAIN

EXIST. 4'-0"
FENCE POST

EXISTING FENCE POST TO REMAIN

EXISTING FENCE POST TO REMAIN

EXISTING HIGH
PROTECTION
NETTING TO REMAIN

EXISTING
BLEACHERS

5'-6"
FENCE

FENCE
POST

NEW 5'-6"
FENCE

INSTALL NEW 5'-6"

CHAIN LINK FENCE

(BLACK VINYL COATED)

NEW 5'-6"
FENCE

STRIP AND REFINISH

EXISTING FENCE POST

TYP. OF (5) - PRIME AND

PAINT BLACK

FENCE
POST

FENCE
POSTNEW 6'-0" GATE

(BLACK VINYL COATED)

5'-6" FENCE

5'-6" FENCE

FENCE
POST

FENCE
POST

FENCE
POST

EXISTING FENCE
POST

5'-6"
FENCE

20'-0" TALL
BACKSTOP
POST W/
RELOCATED
SPEAKER
(BLACK)

20'-0" TALL
BACKSTOP
POST W/
RELOCATED
SPEAKER
(BLACK)

NEW 20'-0"
BACKSTOP
POST (BLACK)

NEW 20'-0"
BACKSTOP
POST (BLACK)

NEW 20' BACKSTOP

POST (TYP. OF 9)

(BLACK)

EXISTING GRASS INFIELD

EXISTING GRASS INFIELD

EXISTING BASE LINE

EXISTING BASE LINE

EXISTING BATTERS BOX

EXISTING HOME PLATE

EXISTING BATTERS BOX

NEW 20'-0"
BACKSTOP
POST (BLACK)

LINE OF PROPOSED BACKSTOP

SCREENING (20'-0" HIGH)

BLACK VINYL COATED CHAIN-LINK

AT (3) SIDES (OPEN ABOVE)

NEW 8'-0" FENCE
AS SECTION (BLACK)

NEW 6'-0"
GATE (BLACK
VINYL COATED)

NEW 20' BACKSTOP

POST (TYP. OF 9)

(BLACK)
NEW 20'-0"
BACKSTOP
POST (BLACK)

NEW 20'-0"
HIGH BACKSTOP
POST (BLACK)

LINE OF PROPOSED

BACKSTOP SCREENING

(20'-0" HIGH) BLACK VINYL

COATED CHAIN-LINK

AT (3) SIDES (OPEN ABOVE)

LINE OF OLD
BACKSTOP

NEW GRASS
INFILL AT
BACKSTOP TYP.

STRIP AND REFINISH

EXISTING FENCE POST

TYP. OF (5) - PRIME AND

PAINT BLACK

INSTALL NEW 5'-6"

CHAIN LINK FENCE

(BLACK VINYL COATED)

BLEND GRASS
INFILL AT THIS POINT

BLEND GRASS
INFILL AT THIS POINT

EXIST.
STEPS

EXIST.
STRUCTURE

EXISTING
DUGOUT
STRUCTURE

EXISTING
DUGOUT
STRUCTURE

HOSE
BIBB

EXISTING
BLEACHERS

AREA OF NEW CONCRETE

PAD FOR DOUGOUT RELOCATION

PIN NEW SLAB TO EXISTING SLAB

EXISTING SLAB TO

REMAIN EXPOSED

NEW TALL
FENCE POST
(BLACK)

RELOCATE
EXISTING
BLEACHERS

INFILL AND BLEND NEW CLAY/

SAND MIX AT THIS ARAEA

EXISTING TALL FENCE

POST TO REMAIN

EXISTING
6'-0" FENCE
TO REMAIN

EXISTING
6'-0" FENCE
TO REMAINEXISTING

4'-0" FENCE
TO REMAINEXISTING

4'-0" FENCE
TO REMAIN

EXISTING TALL FENCE

POST TO REMAIN

EXISTING HIGH
PROTECTION
NETTING TO REMAIN

EXISTING HIGH
PROTECTION
NETTING TO REMAIN

NEW 8'-0" (BLACK)

FENCE POST
(TYP. OF 2)

NEW 8'-0"
FENCE (BLACK)

REWORK /
EXTEND
EXISTING HIGH
PROTECTION
NETTING

NEW TALL (BLACK)

FENCE POST

EXISTING
FENCE POST
TO REMAIN

EXISTING
FENCE POST
TO REMAIN

NEW TALL
FENCE POST (BLACK)

NEW 8'-0"
(BLACK) FENCE

REWORK /
EXTEND
EXISTING HIGH
PROTECTION
NETTING

NEW (BLACK)
8'-0" FENCE

TRENCH FROM SHED TO BOOTH -

PROVIDE CONDUIT WITH DETECTABLE

UNDERGROUND WARNING TAPE

FOR ALL REQUIRED CAT-6 CABLES...

(SEE SPECS.)

NEW
GRASS

NEW
GRASS

INFILL AND BLEND NEW CLAY/

SAND MIX AT THIS ARAEA

PITCHERS
MOUND

REWORK /
EXTEND
EXISTING HIGH
PROTECTION
NETTING

LINE OF OLD
BACKSTOP

FIELD VERIFY CONDUIT

ACCESS LOCATION TO SHED

NEW
8'-0" FENCE

NEW 8'-0"
FENCE POST
(TYP. OF 2)

TRENCH FROM SHED TO BOOTH -

PROVIDE CONDUIT WITH DETECTABLE

UNDERGROUND WARNING TAPE

FOR ALL REQUIRED CAT-6 CABLES...

(SEE SPECS)

NOTE: PROVIDE (4) FLOOD OPENINGS

(8"X16" CLEAR OPENINGS) AT 3 SIDES

OF THE EXISTING DUGOUT WALLS

AS SHOWN - FEMA COMPLIANT FLOOD

VENTS TO BE BY FLOOD SOLUTIONS -

SEE DETAIL

NEW
 SIGHT LINE TO 1ST BASE - 70'

NEW SIGHT LINE TO 3RD BASE - 60'

NOTE: PROVIDE NEW CONCRETE FOOTINGS

FOR ALL NEW POST LOCATIONS

NEW SIGHT LINE TO 3RD BASE - 70'

NEW
 SIGHT LINE TO 1ST BASE - 60'

BASE LINE
BASE LINE

NOTE: PROVIDE A MIN. OF 6" DRAINAGE

GRAVEL BASE BELOW NEW TOPSOIL AND

GRASS AT BACKSTOP AREA

1 Proposed Backstop Plan 1/8"   =    1'-0"

LOCATION OF PROPOSED SCOPE
(BACKSTOP / FENCE REPAIR)

NOTE :  ALL SURVEY INFORMATION HAS BEEN REFERENCE FROM
A SURVEY DATED 09-15-2020 PRODUCED BY BRAUTIGAM LAND

SURVEYORS, P.C. - SAID SURVEY IS BEING USED FOR REFEREANCE
PURPOSES ONLY TO ASSIST WITH THE REPAIRS DUE TO STORM DAMAGE

PROPOSED FENCE IMAGE

PROPOSED FENCE IMAGE

PROPOSED FENCE IMAGE

PROPOSED BACKSTOP  IMAGE

PROPOSED FENCE IMAGE

PROPOSED PROTECTIVE MESH IMAGE

PROPOSED BACKSTOP  IMAGE

PROPOSED BACKSTOP  IMAGE
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404 Danbury Road
Wilton CT 06897

PROPOSED SCORE BOARD
DETAILS AND SPECS.

Wilton Family YMCA
(Bill Terry Majors

Baseball Field)
Backstop, Fencing
Repairs and Score

Board Replacement

50 Riverside Avenue
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JOB NO.2200

Wilton Family YMCA
(Bill Terry Majors Baseball Field)

Backstop, Fencing repairs and
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404 Danbury Road
Witlon, CT 06897
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PROFESSIONAL CERTIFICATIONDo not use for design/engineering or ad copy approval.
Copyright © 2015 Daktronics  DD0000000  [00-00-15 (Rev0 revised 00-00-00) DWG#0000000 Rev0]
The details and expressions shown are conceptual in nature, confidential and proprietary. Final design and appearance may differ from artwork shown.
All registered trademarks are the property of the registrant and their use does not imply endorsement of Daktronics. Do not reproduce by any means without the expressed written consent of Daktronics, Inc.

ALL DIMENSIONS ARE APPROXIMATE

Scoreboard Model: 

Daktronics BA-2022

White LED Digits

BA-2035 Pitch Count

Decorative Accents: 

(2) 2’ x 19.5’ AD Panel

Paint Color:

Navy Blue  #42111

White Captions

Peacock Blue 7725-77 Border Striping

Total Equipment Height:

10.5’

Total Equipment Width:  

19.5’

RENDERING DETAILS

GUEST
HOME

DAKTRONICS

1 2 3 4 5 6 7 RUNS

BALL STRIKE OUT

PITCH COUNT

WILTON LITTLE LEAGUE

SMITH FAMILY SCOREBOARD

GUEST
HOME

DAKTRONICS

1 2 3 4 5 6 7 RUNS

BALL STRIKE OUT

PITCH COUNT

WILTON LITTLE LEAGUE

THE SMITH FAMILY

WWW.DAKTRONICS.COM  E-MAIL: SALES@DAKTRONICS.COM
201 Daktronics Drive, PO Box 5128, Brookings, SD 57006 
Phone: 1-800-325-8766 or 605-692-0200 Fax: 605-697-4746
DD2118191  010818  Page 1 of 6

DISPLAY COLOR
Choose from 150+ colors (from Martin Senour® paint book)  
at no additional cost.

CONSTRUCTION
Alcoa aluminum alloy 5052 for excellent corrosion resistance

PRODUCT SAFETY APPROVAL
ETL-listed to UL 48, tested to CSA standards, and CE-labeled

OPERATING TEMPERATURES
• Display: -22° to 122° Fahrenheit (-30° to 50° Celsius)
• Console: 32° to 130° Fahrenheit (0° to 54° Celsius)

DIGITS
• All digits are 15" (381 mm) high. 
• Select red, amber, or white LED digits. Scoreboard may 

instead have mixed LED digit colors (see DD1965467).
• Scoreboard features robust weather-sealed digits  

(see DD2495646).
• Digits may be dimmed for night viewing.

CAPTIONS
• HOME and GUEST captions are 10" (254 mm) high.  

BALL, STRIKE and OUT captions are 9" (229 mm) high.  
All other captions are 8" (203 mm) high.

• Standard captions are vinyl, applied to the display face.

DAKTRONICS BA-2022 PRODUCT SPECIFICATIONS

GUEST
HOME

DAKTRONICS

1 2 3 4 5 6 7 RUNS

BALL STRIKE OUT

This outdoor LED baseball/softball scoreboard displays HOME and GUEST team scores for up to seven innings, total RUNS to 
99, BALL to three, STRIKE to two and OUT to two. Scoreboard shown with optional striping and amber PanaView® digits. 

DIMENSIONS UNCRATED WEIGHT POWER (120 VAC)*

6'-6" H x 16'-0" W x 8" D 
(1.98 m, 4.88 m, 203 mm) 525 lb (238 kg) 

Red/Amber Digits 190 Watts, 1.6 Amps

White Digits 400 Watts, 3.4 Amps

*Scoreboard requires a dedicated circuit. Models with 240 VAC power at half the indicated amperage are also offered (International Use Only).

WWW.DAKTRONICS.COM  E-MAIL: SALES@DAKTRONICS.COM
All Sport® and PanaView® are trademarks of Daktronics, Inc.
Martin Senour® is a registered trademark of its owner. 
DD2118191  010818  Page 2 of 6  Copyright © 2011-2018 Daktronics, Inc.

CONTROL CONSOLE CONTROL OPTIONS

All Sport® 5000 
(see SL-03991)

Wired (standard): One-pair shielded cable of 22 AWG minimum is required. A cover plate with 
mounted connector and standard 2" x 4" x 2" (51 mm x 102 mm x 51 mm) outlet box is provided.  
Connector mates with signal cable from control console.

Wireless (optional): 2.4 GHz spread spectrum radio features 64 non-interfering channels and 8 
broadcast groups (see SL-04370).

DAKTRONICS BA-2022 PRODUCT SPECIFICATIONS

MOUNTING
Scoreboard is typically mounted on two vertical beams or 
poles. Hardware to mount scoreboard on two beams is 
included; hardware for more beams is at additional cost. 
Standard mounting uses I-beam clamps. Optional mounting 
method using angle brackets is also offered; maximum beam 
width is 12" (305 mm) and maximum beam depth is 22" 
(559 mm). Refer to attached drawings for more information 
on mounting methods.

SERVICE ACCESS
Digit panels and electronics are serviced from the front  
of the scoreboard.

GENERAL INFORMATION
Scoreboard provides scoring capabilities for two teams. 
100% solid state electronics are housed in an all aluminum 
cabinet. Scoreboard is shipped in one section. Scoreboard 
power is to be provided on a dedicated circuit to prevent loss 
of game information due to failure of another component on 
VJG�EKTEWKV��5RGEKƂECVKQPU�CPF�RTKEKPI�CTG�UWDLGEV�VQ�EJCPIG�
without notice.

OPTIONS & ACCESSORIES
• Scoreboard border striping
• Multiple caption and striping colors (see DD2101644)
• Team name caption in place of HOME
• Team names on changeable panels
• Individual digit protective screens (see SL-04939)
• Protective netting (see DD2690927)
• Optional angle bracket mounting method
• #FXGTVKUKPI�KFGPVKƂECVKQP�RCPGNU
• Decorative accents
• Electronic message centers and video displays in  

multiple sizes

ADVERTISING/IDENTIFICATION PANELS
Backlit & Non-Backlit:

1'-6" H x 16'-0" W (457 mm, 4.87 m)
2'-0" H x 16'-0" W (610 mm, 4.87 m)
2'-6" H x 16'-0" W (762 mm, 4.87 m)
3'-0" H x 16'-0" W (914 mm, 4.87 m)

For additional non-backlit panel sizes, see SL-03761. 

FOR ADDITIONAL INFORMATION
• +PUVCNNCVKQP�5RGEKƂECVKQPU��&9)���������
CVVCEJGF�
• Standard I-beam Mounting: DWG-1052565 (attached)
• Optional Pole Mounting: DWG-1048184 (attached)
• Component Locations: DWG-1066358 (attached)
• #TEJKVGEVWTCN�5RGEKƂECVKQPU��5GG�SL-08405 

DATE:REV BY:
01 23 JUL 14 TJT

UPDATED CLAMPS IN REAR AND SIDE VIEWS AND
ADDED 170 MPH WIND SPEC COLUMN

DATE:REV BY:
02 27 OCT 15 AMP

UPDATED WIDE FLANGE AND FOUNDATION VALUES

REV DATE: BY:

01 21 FEB 12 CHANGED ROCKER TO I-BEAM KDD

02 07 MAR 12 ADDED STANDARD MOUNTING METHODS NOTES KDD

03 23 OCT 13 PER EC-12382; CHANGED BOLT TORQUE 
FROM 30 FT-LB TO 40 FT-LB NJM

04 06 JAN 14 ADDED ALLOWABLE TENSION AND SHEAR CAPACITY DETAILS JAVA

05 22 DEC 15 PER EC-22871; ADDED LUBRICANT NOTE PJS
18704

THE CONCEPTS EXPRESSED AND DETAILS SHOWN ON THIS DRAWING
ARE CONFIDENTIAL AND PROPRIETARY. DO NOT REPRODUCE BY

ANY MEANS WITHOUT THE EXPRESS WRITTEN CONSENT OF
DAKTRONICS, INC. OR ITS WHOLLY OWNED SUBSIDIARIES.

COPYRIGHT 2016 DAKTRONICS, INC. (USA)

THIRD ANGLE PROJECTION

PROJECT: OUTDOOR SCOREBOARD
TITLE: P1647; I-BEAM CLAMP MOUNTING
DATE: 22-DEC-15 DIM UNITS: INCHES [MILLIMETERS] SHEET REV

SCALE: 1/8 DO NOT SCALE DRAWING 1 OF 1 05
DESIGN: MCARSRU JOB NO. FUNC - TYPE - SIZE 1052565DRAWN: MCARSRU P1647 E - 07 - A

MOUNTING INSTRUCTIONS:
1.  PLACE SPRING NUTS INTO SCOREBOARD
    CHANNEL IN APPROXIMATE LOCATION OF
    VERTICAL BEAMS
2.  LIFT SCOREBOARD INTO POSITION
3.  MAKE SURE THE 1/2-13 BOLTS ARE AS
    CLOSE TO THE I-BEAM FLANGES AS POSSIBLE
4.  WHEN SCOREBOARD IS ADJUSTED TO
    FINAL DESIRED POSITION, TIGHTEN 
    BOLTS FIRMLY
5. IF FLANGE THICKNESS IS MORE THAN 3/4"
    THICK LONGER BOLTS WILL BE REQUIRED
    AT THE CUSTOMER'S EXPENSE.

STANDARD MOUNTING METHOD

ALLOWABLE CAPACITY PER EACH CLAMP:
SHEAR = 160 LBS

TENSION = 2300 LBS
 

SHEAR AND TENSION LOAD
DIRECTION ARE AS INDICATED ON

REAR ISOMETRIC VIEW

TENSION

SHEAR-X

SHEAR-Y

***CRITICAL***
DO NOT USE ANY LUBRICANT

ON ANY MOUNTING HARDWARE
OR WARRANTY WILL BE VOIDED

STRUCTURAL NOTES

TOP VIEW

VERTICAL BEAM - FLANGE THICKNESS MUST BE 1/4" - 3/4"

OF SPRING NUT. BOLT MUST BE TIGHTENED TO 40FT-LB TORQUE
1/2-13 X 3.000 BOLT - BOLT THREAD MUST ENGAGE ENTIRE DEPTH

1/2" LOCK WASHER

1/2" FLAT WASHER

TO I-BEAM AND NUT
I-BEAM CLAMP - ASSURE CLAMP IS TIGHTLY ENGAGED

SPRING NUT

SCOREBOARD

FRONT OF SCOREBOARD

EXPLODED REAR ISOMETRIC VIEW

SPRING NUT
***CRITICAL***
MAKE SURE SPRING NUT
IS TURNED TO VERTICAL
POSITION INSIDE
SCOREBOARD CHANNEL

I-BEAM CLAMP
1/2" FLAT WASHER

1/2" LOCK WASHER

1/2-13 X 3.000 BOLT

Part # - DWG-01052565 Version - 05.1 Description - N A P1647; I-BEAM CLAMP MOUNTING Lifecycle State - Full Production Last Modified By - pschroe Last Modified - 2015-12-22

REV DATE: BY:

01 06 OCT 11 REPLACED VERTICAL I-BEAM
WITH 6" X 6" SQUARE TUBE JAVA

02 20 SEP 12 PER EC-7114; REMOVED CHAMFER FROM 0M-133259 LMG

03 03 JULY 13 ADDED STRUCTURAL NOTE TTF

04 22 DEC 15 PER EC-22871; ADDED LUBRICANT WARNING PJS
18704

THE CONCEPTS EXPRESSED AND DETAILS SHOWN ON THIS DRAWING
ARE CONFIDENTIAL AND PROPRIETARY. DO NOT REPRODUCE BY

ANY MEANS WITHOUT THE EXPRESS WRITTEN CONSENT OF
DAKTRONICS, INC. OR ITS WHOLLY OWNED SUBSIDIARIES.

COPYRIGHT 2016 DAKTRONICS, INC. (USA)

THIRD ANGLE PROJECTION

PROJECT: OUTDOOR SCOREBOARDS
TITLE: P1647; POLE MOUNTING OPTIONS
DATE: 22-DEC-15 DIM UNITS: INCHES [MILLIMETERS] SHEET REV

SCALE: 1/5 DO NOT SCALE DRAWING 1 OF 1 04
DESIGN: DOPPELT JOB NO. FUNC - TYPE - SIZE 1048184DRAWN: DOPPELT P1647 E - 10 - A

NOTES:
 - THREADED RODS RUN ALONG BOTH SIDES OF BEAM
 - RODS DO NOT PASS THROUGH THE FLANGES OF THE BEAM
 - NO DRILLING NECESSARY
 - MAKE SURE SPRING NUT IS PERPENDICULAR TO CHANNEL 
   OPENING ON SCOREBOARD

***CRITICAL***
DO NOT USE ANY LUBRICANT

ON ANY MOUNTING HARDWARE
OR WARRANTY WILL BE VOIDED

STRUCTURAL NOTES:
 - BOLT TORQUE:   30  FT-LB

SIDE VIEW

1/2" FLAT WASHER, 
LOCK WASHER, AND NUT

VERTICAL BEAM

1/2" THREADED ROD

SPRING NUT

SCOREBOARD

REAR MOUNTING ANGLE

TOP VIEW
SCALE  1/10

1/2" FLAT WASHER
LOCK WASHER, AND NUT

1/2" THREADED ROD

VERTICAL BEAM

FRONT OF DISPLAY

SPRING NUT

DISPLAY

REAR MOUNTING ANGLE

***CRITICAL***
MAKE SURE SPRING NUT 
IS TURNED TO VERTICAL 

POSITION INSIDE 
SCOREBOARD CHANNEL

REAR ISOMETRIC VIEW

EXTRA THREADED ROD 
CAN BE CUT OFF

THE CONCEPTS EXPRESSED AND DETAILS SHOWN ON THIS DRAWING
ARE CONFIDENTIAL AND PROPRIETARY. DO NOT REPRODUCE BY

ANY MEANS WITHOUT THE EXPRESS WRITTEN CONSENT OF
DAKTRONICS, INC. OR ITS WHOLLY OWNED SUBSIDIARIES.

COPYRIGHT 2017 DAKTRONICS, INC. (USA)

THIRD ANGLE PROJECTION
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TITLE:

PROJECT:

INCHES [MILLIMETERS]

DESIGN:

SCALE:

DIM UNITS:DATE: SHEET

DO NOT SCALE DRAWING
FUNC - TYPE - SIZE

DRAWN: -
JOB NO.

-

OUTDOOR SCOREBOARDS
COMPONENT LOCATION; BA-2022-201X-R/A/W

ZRYKHUS

22 AUG 11

P1647 R 08 A

1=30
KDRAGT 1066358

03

REV DATE: BY:
01 04 FEB 13 KDD

PER EC-9262, REPLACED "TOTAL" WITH "RUNS" CAPTION

REV DATE: BY:
02 25 MAR 15 ZSW

PER EC-17119, REMOVED DETAIL VIEWS, CHANGED
MASTER/SLAVE TO PRIMARY/SECONDARY

REV DATE: BY:
03 10 FEB 17 KDD

PER EC-23630, UPDATED VERTICAL LOCATIONS
OF CAPTIONS AND DIGITS

SECONDARY DRIVER (A2)OPTIONAL RADIO

PRIMARY DRIVER (A1)
KNOCKOUTS FOR 1/2" CONDUIT)

SIGNAL OPTION ON THIS DRIVER
(WIRE, FIBER, RADIO)

FRONT VIEW

A1A1
3

15"

A1
4

15"

A1
5

15"

A1
8

15"

A1
7

15"

A1
13
15"

A1
12
15"

A2
15
15"

A2
14
15"

A2
7

15"

A2
6

15"

A2
5

15"

A2
4

15"

A2
13
15"

A2
12
15"

A2
11
15"

A2
10
15"

A2
3

15"

A2
2

15"15"

A2
9

15"

A1

A2
1
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DAKTRONICS BA-2035 PRODUCT SPECIFICATIONS

DIGITS 
• All digits are 15" (381 mm) high. 
• Select red, amber, or white LED digits. 
• Display features robust weather-sealed digits (see DD2495646).
• Digits may be dimmed for night viewing.

CAPTIONS
• PITCH COUNT caption is 8" (203 mm) high. 
• Standard captions are vinyl, applied to the display face.

DISPLAY COLOR
Choose from 150+ colors (from Martin Senour® paint book) at no additional cost. 

CONSTRUCTION
Alcoa aluminum alloy 5052 for excellent corrosion resistance

PRODUCT SAFETY APPROVAL
ETL-listed to UL 48, tested to CSA standards, and CE-labeled

OPERATING TEMPERATURES
• Display: -22° to 122° Fahrenheit (-30° to 50° Celsius)
• Console: 32° to 130° Fahrenheit (0° to 54° Celsius)

This outdoor LED baseball pitch count display shows PITCH COUNT for both teams up to 199. Designed as an add-on display to 
new or existing 6'-6" (1.98 m) tall line score baseball scoreboards, guest pitch count is shown on the top three digits, and home 
pitch count is shown on the bottom three digits. Display shown with optional striping and amber PanaView® digits. 

DIMENSIONS UNCRATED WEIGHT POWER (120 VAC)*

6'-6" H x 3'-6" W x 8" D 
(1.98 m, 1.07 m, 203 mm 115 lb (52 kg) 

Red/Amber Digits 50 Watts, 0.5 Amp

White Digits 90 Watts, 0.8 Amp

*Display requires a dedicated circuit. Models with 240 VAC power at half the indicated amperage are also offered (International Use Only).

Note: An extra vertical beam may 
be required, particularly if adding 
on to an existing scoreboard.

New or existing 
baseball scoreboard

6'-6" 
(1.98 m)

PITCH COUNTDAKTRONICS 1 2 3 4 5 6 7 8 9

BALL STRIKE OUT
RUNS

AT
BAT

HOME
GUEST

TIME
PITCH
COUNT

WWW.DAKTRONICS.COM  E-MAIL: SALES@DAKTRONICS.COM
201 Daktronics Drive, PO Box 5128, Brookings, SD 57006 
Phone: 1-800-325-8766 or 605-692-0200 Fax: 605-697-4746
DD3504441  091520  Page 2 of 9

CONTROL CONSOLE CONTROL OPTIONS

All Sport 5000  
(see SL-03991)

or
All Sport® 1600* 

(see SL-04352)

Wired (standard): One-pair shielded cable of 22 AWG minimum is required. A cover plate with 
mounted connector and standard 2" x 4" x 2" (51 mm x 102 mm x 51 mm) outlet box is provided.  
Connector mates with signal cable from control console.

Wireless (optional): 2.4 GHz spread spectrum radio features 64 non-interfering channels and 8 
broadcast groups (see SL-04370).

DAK Score & MX-1
(see DD3888368)

CUSTOMER-SUPPLIED mobile device or tablet with DAK Score app installed communicates via 
Bluetooth® wireless technology to an MX-1 Interface Box that controls the scoreboard through 2.4 
GHz radio or wired connection. 

* All Sport 1600 may only be used when the pitch count display is controlled separately from the main line score baseball scoreboard.

MOUNTING
Display is typically mounted on one vertical beam or pole. 
Hardware to mount display on one beam is included; 
hardware for more beams is at additional cost. Standard 
mounting uses angle brackets; maximum beam width is 10" 
(254 mm) and maximum beam depth is 13" (330 mm). 
Alternately, mounting brackets may be used to mount the 
display to the side of the scoreboard, and the scoreboard's 
beams/poles would be spaced accordingly to account for the 
added width. Refer to attached drawings for more information 
on mounting methods. 

SERVICE ACCESS
Digit panels and electronics are serviced from the front 
of the display.

GENERAL INFORMATION
Display provides pitch count capability for two teams. 
100% solid state electronics are housed in an all aluminum 
cabinet. Displays are shipped in one section. Display power 
is to be provided on a dedicated circuit to prevent loss of 
game information due to failure of another component on 
VJG�EKTEWKV��5RGEKƂECVKQPU�CPF�RTKEKPI�CTG�UWDLGEV�VQ�EJCPIG�
without notice.

Pitch 
Count 

Display

Only when controlled 
separately from main 

scoreboard

Pitch 
Count 

Display
Baseball 

Scoreboard

Handheld
Pendant

CONTROL DIAGRAM
Refer to the diagrams below for typical pitch count control. Note that wireless radio control is also available between the control 
console and baseball scoreboard. With the All Sport 5000, signal is daisy-chained out from scoreboard to pitch count display. 
PITCH COUNT DISPLAYS CANNOT BE CONTROLLED BY THE RC-200 WIRELESS SYSTEM.

DAKTRONICS BA-2035 PRODUCT SPECIFICATIONS

All Sport 1600All Sport 5000
(handheld pendant not used)

OPTIONS & ACCESSORIES
• Scoreboard border striping 
• Multiple caption and striping colors (see DD2101644) 
• One 2'-1" (635 mm) tall x 3'-2" (965 mm) wide logo/

sponsor area. Copy is applied to the display face.
• Individual digit protective screens (see SL-04939)
• Protective netting (see DD2690927)
• #FXGTVKUKPI�KFGPVKƂECVKQP�RCPGNU

FOR ADDITIONAL INFORMATION
• Standard Pole Mounting: DWG-1048184 (attached)
• +PUVCNNCVKQP�5RGEKƂECVKQPU��&9)���������
CVVCEJGF�
• Mounting Hardware: DWG-3624078 (attached)
• ��	����9KFVJ�5EQTGDQCTF�+PUVCNNCVKQP�5RGEKƂECVKQPU��

DWG-3634677 (attached)
• ��	����9KFVJ�5EQTGDQCTF�+PUVCNNCVKQP�5RGEKƂECVKQPU��

DWG-3634678 (attached)
• Component Locations: DWG-3567255 (attached)
• #TEJKVGEVWTCN�5RGEKƂECVKQPU��5GG�DD3504432 

The Bluetooth® word mark and logos are registered trademarks 
owned by the Bluetooth SIG, Inc. and any use of such marks by 
Daktronics, Inc. is under license.

WWW.DAKTRONICS.COM  E-MAIL: SALES@DAKTRONICS.COM
All Sport® and PanaView® are trademarks of Daktronics, Inc.
Martin Senour® is a registered trademark of its owner. 
DD3504441  091520  Page 3 of 9  Copyright © 2016-2020 Daktronics, Inc.

DAKTRONICS BA-2035 PRODUCT SPECIFICATIONS

COMPATIBLE MODELS
The BA-2035 may be paired together with any of the baseball scoreboard models below.

1 2 3 4 5 6 7 8 9 RUNS

BALL STRIKE OUT

HOME
GUEST

DAKTRONICS 1 2 3 4 5 6 7 8 RUNS HITS ERR

BALL STRIKE OUT H/E

HOME
GUEST

GUEST
HOME

DAKTRONICS

1 2 3 4 5 6 7 RUNS

BALL STRIKE OUT

BA-2030

BA-2005

BA-2014

BA-2022

PITCH COUNT

PITCH COUNT

PITCH COUNT

PITCH COUNTDAKTRONICS 1 2 3 4 5 6 7 8 9

BALL STRIKE OUT
RUNS

AT
BAT

HOME
GUEST

REV DATE: BY:

01 06 OCT 11 REPLACED VERTICAL I-BEAM
WITH 6" X 6" SQUARE TUBE JAVA

02 20 SEP 12 PER EC-7114; REMOVED CHAMFER FROM 0M-133259 LMG

03 03 JULY 13 ADDED STRUCTURAL NOTE TTF

04 22 DEC 15 PER EC-22871; ADDED LUBRICANT WARNING PJS
18704

THE CONCEPTS EXPRESSED AND DETAILS SHOWN ON THIS DRAWING
ARE CONFIDENTIAL AND PROPRIETARY. DO NOT REPRODUCE BY

ANY MEANS WITHOUT THE EXPRESS WRITTEN CONSENT OF
DAKTRONICS, INC. OR ITS WHOLLY OWNED SUBSIDIARIES.
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THIRD ANGLE PROJECTION

PROJECT: OUTDOOR SCOREBOARDS
TITLE: P1647; POLE MOUNTING OPTIONS
DATE: 22-DEC-15 DIM UNITS: INCHES [MILLIMETERS] SHEET REV

SCALE: 1/5 DO NOT SCALE DRAWING 1 OF 1 04
DESIGN: DOPPELT JOB NO. FUNC - TYPE - SIZE 1048184DRAWN: DOPPELT P1647 E - 10 - A

NOTES:
 - THREADED RODS RUN ALONG BOTH SIDES OF BEAM
 - RODS DO NOT PASS THROUGH THE FLANGES OF THE BEAM
 - NO DRILLING NECESSARY
 - MAKE SURE SPRING NUT IS PERPENDICULAR TO CHANNEL 
   OPENING ON SCOREBOARD

***CRITICAL***
DO NOT USE ANY LUBRICANT

ON ANY MOUNTING HARDWARE
OR WARRANTY WILL BE VOIDED

STRUCTURAL NOTES:
 - BOLT TORQUE:   30  FT-LB

SIDE VIEW

1/2" FLAT WASHER, 
LOCK WASHER, AND NUT

VERTICAL BEAM

1/2" THREADED ROD

SPRING NUT

SCOREBOARD

REAR MOUNTING ANGLE

TOP VIEW
SCALE  1/10

1/2" FLAT WASHER
LOCK WASHER, AND NUT

1/2" THREADED ROD

VERTICAL BEAM

FRONT OF DISPLAY

SPRING NUT

DISPLAY

REAR MOUNTING ANGLE

***CRITICAL***
MAKE SURE SPRING NUT 
IS TURNED TO VERTICAL 

POSITION INSIDE 
SCOREBOARD CHANNEL

REAR ISOMETRIC VIEW

EXTRA THREADED ROD 
CAN BE CUT OFF

THE CONCEPTS EXPRESSED AND DETAILS SHOWN ON THIS DRAWING
ARE CONFIDENTIAL AND PROPRIETARY. DO NOT REPRODUCE BY

ANY MEANS WITHOUT THE EXPRESS WRITTEN CONSENT OF
DAKTRONICS, INC. OR ITS WHOLLY OWNED SUBSIDIARIES.

COPYRIGHT 2017 DAKTRONICS, INC. (USA)
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DESIGN:

SCALE:

DIM UNITS:DATE: SHEET

DO NOT SCALE DRAWING
FUNC - TYPE - SIZE

DRAWN: -
JOB NO.

-

OUTDOOR SCOREBOARDS
INSTALLATION SPECIFICATIONS; BA-2035

GKARST

17 FEB 17

P1647 E 10 A

1=50
GKARST 3574161

02

EXPOSURE B EXPOSURE C

* DENOTES BUCKLING BRACE REQUIRED
FOOTING DIMENSIONS = DIA. x DEPTH

NOTES:

1. FOOTING AND COLUMN SIZES ARE SUGGESTIONS ONLY, PROVIDED
TO ASSIST WITH ESTIMATING INSTALLATION COSTS AND ARE NOT
INTENDED FOR CONSTRUCTION PURPOSES.  THE DESIGN MUST BE
CERTIFIED BY A PROFESSIONAL ENGINEER LICENSED IN THE STATE
OF THE INSTALLATION BEFORE THEY CAN BE USED FOR FABRICATION
OR ERECTION.

2. INTERNATIONAL BUILDING CODE 2012 USED IN DESIGN OF COLUMNS
AND FOOTINGS WITH, IMPORTANCE FACTOR=1, Kzt=1.0, Kd=0.85,
G=0.85.  SEISMIC DESIGN WAS NOT CONSIDERED.

3. FOOTING DIMENSIONS ARE BASED ON ASSUMED SOIL CLASS 4
(ALLOWABLE LATERAL BEARING PRESSURE OF 150 psf).

4. STRUCTURAL STEEL IS GRADE A500 GRADE B (46 ksi) STEEL.
CONCRETE SHALL HAVE A MINNIMUM 28 DAY COMPRESSIVE
STRENGTH OF 2500 psi.

5. THE AVERAGE DISPLAY WEIGHT FOR A LAYOUT CAN NOT EXCEED 8
PSF.

6. DAKTRONICS INC. IS NOT RESPONSIBLE FOR STRUCTURES
DESIGNED AND INSTALLED BY OTHERS.

7. FOR SPECIFIC PRODUCT DETAILS ON WEIGHT, MOUNTING, ETC.
REFER TO THE INDIVIDUAL PRODUCT SPECIFICATION SHEETS.

8. LOCAL BUILDING OFFICIALS SHOULD BE CONTACTED TO DETERMINE
THE WIND SPEED AND EXPOSURE CATEGORY FOR THE PROPOSED
SIGN LOCATION.  THE EXPOSURE CATEGORIES B AND C ARE DEFINED
AS:

EXPOSURE B - URBAN AND SUBURBAN AREAS, WOODED AREAS, OR
OTHER TERRAIN WITH NUMEROUS CLOSELY SPACED OBSTRUCTIONS
HAVING THE SIZE OF SINGLE-FAMILY DWELLINGS OR LARGER.  THESE
CONDITIONS MUST PREVAIL FOR A DISTANCE FROM THE SIGN OF AT
LEAST 2,600 ft OR 20 TIMES THE SIGN HEIGHT, WHICHEVER IS
GREATER

EXPOSURE C - OPEN TERRAIN WITH SCATTERED OBSTRUCTIONS
HAVING HEIGHTS GENERALLY LESS THAN 30 FT.  THIS CATEGORY
INCLUDES FLAT OPEN COUNTRY, GRASSLANDS, AND ALL WATER
SURFACES IN HURRICANE PRONE REGIONS.

* DENOTES BUCKLING BRACE REQUIRED
FOOTING DIMENSIONS = DIA. x DEPTH

6'-6"

KNOCKOUTS FOR CONDUIT

3'-6"

REV DATE: BY:
01 27 APR 17 GK

UPDATED COLUMN AND FOOTING SIZES
IN EXPOSURE B AND C

EXISTING SCOREBOARD

OPTIONAL SIGNAL CONNECTION
METHOD

TERMINATE SIGNAL TO SIGNAL
OUT TERMINALS ON INSTALLED
SURGE CARD

A1
DRIVER
LOCATION

REV DATE: BY:
02 25 JUL 18 DDM

ADDED OPTIONAL SCOREBOARD CONNECTION METHOD.

78.000
[1981,2]

REV DATE: BY:
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THIRD ANGLE PROJECTION

PROJECT: OUTDOOR SCOREBOARDS
TITLE: MTG HDWE, 6',6" X 3'-6", SIDE BA-2035
DATE: 01-MAY-17 DIM UNITS: INCHES [MILLIMETERS] SHEET REV

SCALE: 1/15 DO NOT SCALE DRAWING 1 OF 1 00
DESIGN: MRAUERT JOB NO. FUNC - TYPE - SIZE 3624078DRAWN: MRAUERT P1647 E - 07 - B

0A-1647-1041
INDEX NAME QTY DESCRIPTION

1 0M-3624079 2 MOUNTING ANGLE, 54", BA-2035

2 HC-1095 10 WASHER; 1/2 FLAT, ZN PLTD, SAE

3 HC-1101 10 WASHER; 1/2 SPLIT LOCK, ZN PLTD, MEDIUM

4 HC-1152 10 Bolt; 1/2-13x1 1/2 Hex Head, Plated, Grade 5 Fully Threaded

5 HS-2194 10 SPRING NUT 1/2"-13 THREAD; P1647, ZINC, FOR 1-5/8"

NOTES:
 
THE FOLLOWING INSTALATION PROCEDURE ATTACHES ONE END OF
BA-2035 TO THE SCOREBOARD.
 
-RAISE BA-2035 INTO PLACE AND POSITION IT AGAINST THE END OF
 THE SCOREBOARD
-ATTACH BA-2035 TO SCOREBOARD USING BRACE ANGLE AND
 HS-2194 SPRING NUTS

REAR VIEW

SEE DETAIL  A

SIDE VIEW

DETAIL  A
SCALE  1/5

TOP VIEW

BA-2035
SCOREBOARDS

1
2

2
10

3
10

4
10

5
10
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REV

TITLE:

PROJECT:

INCHES [MILLIMETERS]

DESIGN:

SCALE:

DIM UNITS:DATE: SHEET

DO NOT SCALE DRAWING
FUNC - TYPE - SIZE

DRAWN: -
JOB NO.

-

OUTDOOR SCOREBOARD INSTALLATION
19'-6" WIDTH SCOREBOARD INSTALLATION SPECS

GKARST

24 APR 17

P1647 E 10 B

1/16" = 1'-0"
GKARST 3634677

00

NOTES:

1. FOOTING AND COLUMN SIZES ARE SUGGESTIONS ONLY,
PROVIDED TO ASSIST WITH ESTIMATING INSTALLATION COSTS
AND ARE NOT INTENDED FOR CONSTRUCTION PURPOSES. THE
DESIGN MUST BE CERTIFIED BY A PROFESSIONAL ENGINEER
LICENSED IN THE STATE OF THE INSTALLATION BEFORE THEY
CAN BE USED FOR FABRICATION OR ERECTION.

2. ASCE 7-10 USED IN DESIGN OF COLUMNS AND FOOTINGS WITH
IMPORTANCE  FACTOR = 1,  Kzt 1.0, Kd = 0.85, G = 0.85. SEISMIC
DESIGN WAS NOT CONSIDERED.

3. FOOTING DIMENSIONS ARE BASED ON ASSUMED SOIL CLASS 4
(ALLOWABLE LATERAL BEARING PRESSURE OF 150 PSF/FT).
(ALLOWABLE VERTICAL BEARING PRESSURE OF 2000 PSF).

4. STRUCTURAL STEEL IS GRADE A992 (50 ksi) STEEL. CONCRETE
SHALL HAVE A MINIMUM 28 DAY COMPRESSIVE STRENGTH OF
2500 psi.

5. THE AVERAGE DISPLAY WEIGHT FOR A LAYOUT CANNOT
EXCEED 12 PSF.

6. DAKTRONICS INC. IS NOT RESPONSIBLE FOR STRUCTURES
DESIGNED AND INSTALLED BY OTHERS.

7. LOCAL BUILDING OFFICIALS SHOULD BE CONTACTED TO
DETERMINE THE WIND SPEED AND EXPOSURE CATEGORY FOR
THE PROPOSED SIGN LOCATION. THE EXPOSURE CATEGORY C
IS DEFINED AS

EXPOSURE B - URBAN AND SUBURBAN AREAS, OR OTHER TERRAIN
WITH NUMEROUS CLOSELY SPACED OBSTRUCTIONS HAVING THE
SIZE OF SINGLE-FAMILY DWELLINGS OR LARGER. THESE
CONDITIONS MUST PREVAIL FOR A DISTANCE FROM THE SIGN AT
LEAST 2,600 ft OR 20 TIMES THE SIGN HEIGHT, WHICHEVER IS
GREATER.

EXPOSURE C - OPEN TERRAIN WITH SCATTERED OBSTRUCTIONS
HAVING HEIGHTS GENERALLY LESS THAN 30 FT. THIS CATEGORY
INCLUDES FLAT OPEN COUNTRY, GRASSLANDS, AND ALL WATER
SURFACES IN HURRICANE PRONE REGIONS.

8. FOR SPECIFIC PRODUCT DETAILS ON WEIGHT, MOUNTING, ETC.
REFER TO THE INDIVIDUAL PRODUCT  SPECIFICATION  SHEETS.

SIDE VIEW
SCALE X 1.5

REAR VIEW
SCALE X 1.5

FRONT VIEW
SCALE X 1.5

A

3/16
3/16 TYP.

TYP.

LAYOUT VIEW
SCALE X 1.5

3/16 TYP.

HSS 4X4X3/16"
BUCKLING BRACE

TYP.

HSS 4X4X3/16"
REAR STRINGER

DETAIL A
SCALE 1:32
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TITLE:

PROJECT:

INCHES [MILLIMETERS]

DESIGN:

SCALE:

DIM UNITS:DATE: SHEET

DO NOT SCALE DRAWING
FUNC - TYPE - SIZE

DRAWN: -
JOB NO.

-

OUTDOOR SCOREBOARD INSTALLATION
23'-6" WIDTH SCOREBOARD INSTALLATION SPECS

GKARST

20 APR 17

P1647 E 10 B

1/16" = 1'-0"
GKARST 3634678

00

NOTES:

1. FOOTING AND COLUMN SIZES ARE SUGGESTIONS ONLY,
PROVIDED TO ASSIST WITH ESTIMATING INSTALLATION COSTS
AND ARE NOT INTENDED FOR CONSTRUCTION PURPOSES. THE
DESIGN MUST BE CERTIFIED BY A PROFESSIONAL ENGINEER
LICENSED IN THE STATE OF THE INSTALLATION BEFORE THEY
CAN BE USED FOR FABRICATION OR ERECTION.

2. ASCE 7-10 USED IN DESIGN OF COLUMNS AND FOOTINGS WITH
IMPORTANCE  FACTOR = 1,  Kzt 1.0,  Kd = 0.85, G = 0.85. SEISMIC
DESIGN WAS NOT CONSIDERED.

3. FOOTING DIMENSIONS ARE BASED ON ASSUMED SOIL CLASS 4
(ALLOWABLE LATERAL BEARING PRESSURE OF 150 PSF/FT).
(ALLOWABLE VERTICAL BEARING PRESSURE OF 2000 PSF).

4. STRUCTURAL STEEL IS GRADE A992 (50 ksi) STEEL. CONCRETE
SHALL HAVE A MINIMUM 28 DAY COMPRESSIVE STRENGTH OF
2500 psi.

5. THE AVERAGE DISPLAY WEIGHT FOR A LAYOUT CANNOT
EXCEED 12 PSF.

6. DAKTRONICS INC. IS NOT RESPONSIBLE FOR STRUCTURES
DESIGNED AND INSTALLED BY OTHERS.

7. LOCAL BUILDING OFFICIALS SHOULD BE CONTACTED TO
DETERMINE THE WIND SPEED AND EXPOSURE CATEGORY FOR
THE PROPOSED SIGN LOCATION. THE EXPOSURE CATEGORY C
IS DEFINED AS

EXPOSURE B - URBAN AND SUBURBAN AREAS, OR OTHER TERRAIN
WITH NUMEROUS CLOSELY SPACED OBSTRUCTIONS HAVING THE
SIZE OF SINGLE-FAMILY DWELLINGS OR LARGER. THESE
CONDITIONS MUST PREVAIL FOR A DISTANCE FROM THE SIGN AT
LEAST 2,600 ft OR 20 TIMES THE SIGN HEIGHT, WHICHEVER IS
GREATER.

EXPOSURE C - OPEN TERRAIN WITH SCATTERED OBSTRUCTIONS
HAVING HEIGHTS GENERALLY LESS THAN 30 FT. THIS CATEGORY
INCLUDES FLAT OPEN COUNTRY, GRASSLANDS, AND ALL WATER
SURFACES IN HURRICANE PRONE REGIONS.

8. FOR SPECIFIC PRODUCT DETAILS ON WEIGHT, MOUNTING, ETC.
REFER TO THE INDIVIDUAL PRODUCT  SPECIFICATION  SHEETS.

SIDE VIEW
SCALE X 1.5

REAR VIEW
SCALE X 1.5

FRONT VIEW
SCALE X 1.5

A

DETAIL A
SCALE 1:32

3/16
3/16 TYP.

TYP.

LAYOUT VIEW
SCALE X 1.5

3/16 TYP.

HSS 4X4X3/16"
BUCKLING BRACE

TYP.

HSS 4X4X3/16"
REAR STRINGER
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REV

TITLE:

PROJECT:

INCHES [MILLIMETERS]

DESIGN:

SCALE:

DIM UNITS:DATE: SHEET

DO NOT SCALE DRAWING
FUNC - TYPE - SIZE

DRAWN: -
JOB NO.

-

OUTDOOR EXTRUDED SCOREBOARDS
COMPONENT LOCATION; BA-2035-200X-F

PSCHROE

07 FEB 17

P1647 E 10 A

1/15
KDRAGT 3567255

01

BA-2035-R/-A/-W

NOTES:

= DRIVER NUMBER

=SEGMENT DESIGNATION

= DIGIT DESIGNATION

= DIGIT SIZE

A1
1

X"

A1

4H

A1

PRIMARY DRIVER (A1)
(KNOCKOUTS FOR 1/2" CONDUIT)
SIGNAL OPTION ON THIS DRIVER

(WIRE ONLY)

FRONT VIEW

A1
7H

15"

A1
7

15"

A1
8

15"

A1
5H

15"

A1
5

15"

A1
6

15"

REAR VIEW

SCOREBOARDBA-2035

END LOCATION
FOR CONDUIT.

INTERCONNECT
CABLE LOCATION

START LOCATION
FOR CONDUIT.
DRIVER LOCATION

x MAKE SURE INTERCONNECT CABLES FROM BOTH
DISPLAYS ARE NOT EXPOSED.

x INSTALL TWO 1 INCH CONDUITS (ONE FOR POWER
AND ONE FOR SIGNAL) FROM START LOCATION TO
END LOCATION.

x FEED NEW PWR/SIG HARNESSES FROM START
LOCATION OF NEW CONDUITS TO END LOCATION AT
SUPPLIED KNOCKOUT ACCESS AND CONNECT TO
DRIVERS.

x SEAL ANY OPEN AND UNUSED INTERCONNECT HOLES
IF THEY EXIST.

x TEST BOARD WITH NORMAL OPERATION.

INSTALLATION INSTRUCTIONS:

*NOT A FULL DIGIT*
WILL ONLY LIGHT UP 2

SEGMENTS TO DENOTE A "1"
THE MAXIMUM PITCH COUNT

WILL BE 199

REV DATE: BY:
01 24 AUG 20 TAN

PER CN-108565
REMOVED LABELS TO MOVE TO NEW STANDARD
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